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Before applying power 


Introduction 


For the USA 
Your choice of this product indicates that you are a devotee : 
to excellence in sound reproduction. CAUTION: 
We appreciate your patronage and take pride in the long tradi- Use of controls or adjustments or performance of proce- 
tion of quality components that our company represents. dures other than those specified herein may result in 
So that you can get the most out of your unit, we suggest that ._—s+«|,-«whazardous radiation exposure. 
you take the time to read through this manual before you hook 
up and operate your system. This will acquaint you with oper- In compliance with Federal Regulations, following are 
ating features and system-connection considerations so that reproductions of labels on, or inside the product relating 
your listening pleasure will be enhanced right from the start. to laser product safety. 
You will notice that in all aspects of planning, engineering, 
styling, operating convenience and adaptability we have sought KENWOOD CORPORATION 
to anticipate your needs and desires. SHIONOGI SHIBUYA BUILDING 17-5, 
Keep this manual handy for future reference. : 2-CHOME, SHIBUYA, SHIBUYA-KU, 

i TOKYO, JAPAN 

For your records 
Record the serial number, found on the back of the unit, in :| KENWOOD CORP. CERTIFIES THIS EQUIPMENT 
the spaces designated on the warranty card, and in the space i} CONFORMS TO DHHS REGULATIONS NO. 21 CFR 
provided below. Refer to the model and serial numbers :| 1040. 10, CHAPTER I, SUBCHAPTER J. 
whenever you call upon your dealer for information or service bo eee 
on this product. Location: Back Panel 
Model _.. EE —s—CSCSSrr'Jasl Numer 


Unpacking 


Unpack the unit carefully and make sure that all accessories 
are put aside so they will not be last. 

Examine the unit for any possibility of shipping damage. If your 
unit is damaged or fails to operate, notify your dealer immedi- 
ately. If your unit was shipped to you directly, notify the ship- Accessories 
ping company without delay. Only the consignee (the person 
or company receiving the unit) can file a claim against the car- 
rier for shipping damage. 

We recommend that you retain the original carton and pack- 
ing materials for use should you transport or ship the unit in 


the future. e daitan 7 
("AA* or "R6") 


= For the unit with a Euro- 


pean AC plug in areas 


® System control cord ...... 


The marking of products using lasers __ (Excent foveariaahal 


(Except for some areas). 


CLASS 1 


LASER PRODUCT @ Magazine 
| (with 6 disc trays) 


This label is attached to the rear panel and says that the component 
uses laser beams that have been classified as Class 1. It means that 
the unit is utilizing laser beams that are of a weaker class. There 
is no danger of hazardous radiation outside the unit. 


Contents Caution: Read the pages marked A carefully to ensure safe operation. 
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A\ Caution: Read this page carefully to ensure safe operation. 


Before applying power 


For the U.S.A. and Canada 


Important! 


Units shipped to the U.S.A. and Canada are designed for 
operation on 120 volts AC only. 


CAUTION: To PREVENT ELECTRIC SHOCK DO NOT 
USE THE AC PLUG WITH AN EXTENSION CORD, RECEP- 
TACLE OR OTHER OUTLET UNLESS THE BLADES CAN BE 
FULLY INSERTED TO PREVENT BLADE EXPOSURE. 


For the United Kingdom 


Important! 


Units shipped to the U.K. are designed for operation on 
240 volts AC only. 


The mains plug must be removed from the wail socket prior 
to any internal examination. 


The wires in this mains lead are coloured in accordance with 


the following code: _ . 
Neutral 


The wires in this mains lead must be connected to the termi- 
nals in the plug as follows: 


Wire colour Plug terminal marking 


N or Black 
L or Red 


Brown to 
Live 
Blue to 


Neutral wv) 
Plug 
Notes: 


1. lf a 13-amp plug is used, this must be fitted with a 5-amp 


Tuse. 
2. lf 4 3-pin plug with earthing contact is used, no wire must 
be connected to the E terminal. 


Safety precautions 


WARNING: TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE 


TO RAIN OR MOISTURE. 


CAUTION 


RISK CF TLE CTR Shuck 
Da NOT OPEN 


For Australia and Europe 


Important! 
Units shipped to Australia are designed for operation on 240 V 


AC only. 


Units shipped to Europe are designed for operation on 230 V 
AC only. 


For other countries 


important! 


Units shipped to countries other than the above countries are 
equipped with an AC voltage selector switch on the rear panei, 
Refer to the following paragraph for the proper setting of this 
switch. 


AC voltage selection 

This unit operates on 110-120 or 220-240 valts AC. The AC 
voltage selector switch Type A or Type B on the rear panel is 
set to the voltage that prevails in the area to which the unit 
is shipped. Before connecting the power cord to your AC out- 
let, make sure that the setting position of this switch matches 
your line voltage. If not, it must be set to your voltage in ac- 
cordance with the following direction. 

Note: —-—_----____________- a 
Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector 
switch. 


AC voltage selector switch 


Type A eee 
qe Uf 
sea AC220V~ AC240V~ 
Type B SS 


mill 


AC1T1OV- << AC220V- 
120V ~ 240V ~ 


Move switch lever to match your line voltage with 
a small screwdriver or other pointed tool. 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 
COVER (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SER- 
VICING TO QUALIFIED SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, 
IS INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED ‘‘DANGEROUS VOL- 
TAGE" WITHIN THE PRODUCT’S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE 
TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE 
USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) IN- 
STRUCTIONS IN THE LITERATURE ACCOMPANYING THE APPLIANCE. 
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IMPORTANT SAFEGUARDS 


/A\ Caution : Read this page carefully to ensure 


safe operation. 


Please read all of the safety and operating instructions 
before operating this unit. For best results, follow all 
warnings placed on the unit and adhere to the operat- 
ing and use instructions. These safety and operating in- 
structions should be retained for future reference. 


1.Power sources — The unit should be connected 
to a power supply only of the type described in the 
operating instructions or as marked on the appliance. 


2.Power-cord protection — Power-supply cords 
should be routed so that they are not likely to be 
walked on or pinched by items placed upon or 
against them, pay particular attention to cords at 
plugs, convenience receptacles, and the point where 
they exit from the unit. 


Never pull or stretch 
the cord. 


3.Grounding or polarization — The precautions 
should be taken so that the grounding or polariza- 
tion means of this unit is not defeated. 


4. Ventilation — The unit should be situated so that 
its location or position does not interfere with its 
proper ventilation. 

To maintain good ventilation, do not put records or 
a table-cloth on the unit. Place the unit at least 
10 cm away from the walis. 

Do not use the unit on a bed, sofa, rug or similar 
surface that may block the ventilation openings. 


5.Water and moisture — The unit should not be 
used near water — for example, near a bathtub, 
washbowl, kitchen sink, laundry tub, in a wet base- 
ment, or near a swimming pool, etc. 


6. Temperature — The unit may not function pro- 
perly if used at extremely low, or freezing tempera- 
tures. The ideal ambient temperature is above +5°C 
(41°F). 
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7.Heat — The unit should be situated away from 
heat sources such as radiators, heat registers, 
stoves, or other units (including amplifiers) that 
produce heat. 


8. Electric shock — Care should be taken so that ob- 
jects do not fall and liquid is not spilled into the en- 
closure through openings. If a metal object, such as 
a hair pin or a needle, comes into contact with the 
inside of this unit, a dangerous electric shock may 
result. For families with children, never permit chil- 
dren to put anything, especially metal, inside this 
unit. 


9.Enclosure removal — Never remove the en- 
closure. If the internal parts are touched accidentally, 
a serious electric shock might occur. 


10. Magnetic fields — Keep the unit away from 
sources of magnetic fields such as TV sets, speaker 
systems, radios, motorized toys or magnetized 
objects. 


11. Cleaning — Do not use volatile solvents such as 
alcohol, paint thinner, gasoline, or benzine, etc. to 
clean the cabinet. Use a clean dry cloth. 


A\ Caution : Read this page carefully to ensure safe 


12. Carts and stands -—- Anappliance and cart com- 
bination should be moved with care. Quick stops, 
excessive force, and uneven surfaces.may cause 
the appliance and cart combination to overturn. 


13. Nonuse periods — The power cord of the unit 
should be unplugged from the outlet when left un- 
used for a long period of time. 

14. Abnormal smell lf an abnormal smell or smoke 
is detected, immediately turn the power OFF and pull 


out the power cord. Contact your dealer or nearest 


service center. POWER OFF! 


15. Damage requiring service — The unit should be 


serviced by qualified service personnel when: 


A. The power-supply cord or the plug has been 

damaged; or 

B. Obdjects have fallen, or liquid has been spilled into 

the unit; or 

C. The unit has been exposed to rain; or 

D. The unit does not appear to operate normally or 

exhibits a marked change in performance; or 

E. Ihe unit has been dropped, or the enclosure 

damaged. 
16. Servicing — The user should not attempt to ser- 
vice the unit beyond that described in the operating 
instructions. All other servicing should be referred 
to qualified service pérsonnel. 
17. Outdoor antenna grounding — [fan outside an- 
tenna is connected to the receiver, be sure the an- 
tenna system is grounded so as to provide some 
protection against voltage surges and built up stat- 
ic charges. Section 810 of the National Electrical 
Code, ANSI/NFPA 70, provides information with 
respect to proper grounding of the mast and sup- 
porting structure, grounding of the lead-in wire to 
an antenna discharge unit, size of grounding con- 


Notes: somes 


operation. 


ductors, location of antenna-discharge unit, connection 
to grounding electrodes, and requirements for the 
grounding electrode. See Figure. 


ne ee 


EXAMPLE OF ANTENNA GROUNDING AS PER 
NATIONAL ELECTRICAL CODE 


ELECTRIC 
SERVICE 
EQUIPMENT 


ee 


f 


[NEC SECTION 810-21) 
GROUND CLAMPS 

POWER SERVICE GROUNDING 
ELECTROO M 
{NEC ART 250, PART H) 


NEC ~~ NATIONAL ELECTRICAL CODE 


18. Power lines — An outdoor antenna should be lo- 
cated away from power lines. 


1. Item 3 is not required except for grounded or polarized equipment. 


2. Item 17 and 18 are not required except for units provided with antenna terminals. 


3. item 17 complies with UL in the U.S.A. 


DP-M6640 (En) 5 


Before operation 


@ Beware of condensation 


When water vapor comes into contact with the surface of cold Be especially careful in the following conditions: 

material, water drops are produced. @ When the unit is brought from a cold place to a warm place, 
if condensation occurs, correct operation may not be possible, or and there is a large temperature difference. 

the unit may not function correctly. 


@ When a heater starts operating. 

This is not a malfunction, however, and the unit should be cried. e@ When the unit is brought from an air-conditioned place to a 

(To do this, turn the POWER switch ON and leave the unit as it is place of high temperature with high humidity. 

for several hours.) e When there is a large difference between the internal 
temperature of the unit and the ambient temperature, or in 
conditions where condensation occurs easily. 


Mi Note related to transportation and movement 


Say out the following operations before transporting or moving 
this unit. 
1. Remove discs and the magazine from the unit and turn the 
power on. 
. Wait a few seconds to check that the display appears as shown 
in the illustration at the right. 
. Turn the power off. 


piBC TRACK 
na. 


cy fi fd 
i ee ae 


1 #3 4 858 8 7 B B38 i190 
TT! 12 #13 4 15 16 VY 18 ie 20 


T-WOAnG 


For CANADA 


DOC REGULATION 
"This digital apparatus does not exceed the CLASS B limits for radio noise emissions from digital apparatus as set out in the radio interference 
regulations of the Canadian Department of Communications.” 


For the U.S.A. 
FCC WARNING: 


This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if 
an unauthorized change or modification. is made. 


NOTE: 


This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These 
limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause 
harmful interference to radio communications, if it is not installed and used in accordance with the instructions. However, there is no guarantee 
that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or televiston reception, 
which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more 
of the following measures: 
-- Reorient or relocate the receiving antenna. 

Increase the separation between the equipment and receiver. 

Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

Consult the dealer or an experienced radio/TV technician for help. 


Mi Disc handling precautions 


Handling 


Hold compact disc so that you do 


not touch the playing surface. 


Label side 


{ Playing side 


Do not attach paper or tape to 
either the playing side or the 


label side of compact discs. 


Cleaning 

lf fingerprints or foreign matter 
become attached to the dise, lightly 
wipe the disc with a soft cotton cloth 
(or similar) from the center of the disc 
outwards in a radial manner. Never 
use chemical solvents, such as 
thinner, benzine, etc. and conven- 
tional record cleaner aerosols. 


Storage 

When a disc is not to be played fora 
long period of time, remove it from the 
CD player and store it in its case. 


Mi Types of disc which can be played with this unit 


CD (general compact disc 


CDV (CD with video) audio section 
(CDsine = C~—“‘CSCSCOC*COC#”dr;’SOCS”C#é cm ~—Ss—=sz 


English Note: 

The unit's power supply is secondarily connected. Note following. 
The unit is not completely disconnected from the mains as long 
as the power cord is connected to a wall outlet. 


Svenska Observera: 

al Md sia tilled ead uy kopplas fran sekundart. V.g. ge akt 
pa fdljande. Apparaten frankopplas inte helt och hdallet fran 
stromnatet medan apparatens natsiadd 4r ansluten till 
vaxelstr6msuttaget. 


Finnish Huom: 

Virta yksikk6Gn on kytketty pois sekundaaripuolelta. Huomioi 
seuraava. Tama yksikk6 e| ole kokonaan kypketty pois pda 
virranjakajasta kun pda katkaisin on liitettyna virtatiiriin. 


The 8 cm CD adaptor on sale cannot be used with this unit. [f it 
is used with this unit, it is possible that the disc or CD player will 
be damaged. 

e [fitis required to place CD single discs vat magazine, please 
purchase and use the optional CDM-608 CD single disc 
magazine. 

@ !n the case of CDV the time display and music calendar display 
are all for the audio section only. 


Dansk Bemaserk: 


Sirdmmen til apparatet afbrydes p& den sekundawre side. Vear 
opmesrksom pa félgende. Denne enhed er ikke fullstendig koblet 
fra lysnettet s4 lenge stikket er tilsluttet stikkontakten. 


Anmerkning: 


Norwegian 
Strgémmen til apparatet er sldtt av pa sekund@rsiden. Var 
oppmerksom pa det fglgende. Dette apparatet koples ikke 
fullstendig fra nettet sA lenge sigpselet st4r i en stikkontakt, selv 
om strgmpryteren settes i av-stilling. 
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Playing compact discs 


M insert a disc into the magazine 


1. Press the magazine lock button and take 2. With the label upwards, correctly load 
out the disc tray. the disc into the disc tray. 


3. Slide the dise tray horizontally along the 
left and right side grooves of the 


magazine and insert it completely. 
Magazine 


Grooves 


Disc tray 


Disc tray 


@ lt is not necessary to press the lock button. 
Notes on handling the magazine: 


1. If the disc tray ts inserted astant into the magazine the unit will 


. Always keep the magazine loaded with six disc trays. 
not operate. 


. Store magazine and discs avoiding places of direct sunlight, 
high temperature and high humidity. 
Magazine Magazine . Do not drop, apply excessive force or subject shock to the 
ee =: * | wa magazine or tray. 
a = 2 = . Do not use benzine, paint thinner or cleaning detergents. These 
may damage surfaces. 


. The disc must be only inserted in the magazine after it has been 
inserted in the tray. If it is inserted directly the unit will not 
operate. 


Care in handling: 
1. There are openings in the disc trays for signal reading. These openings leave part of the shiny side of the disc exposed. Be careful not 
to touch the shiny surface of the disc. 
. Never put a single disc directly into the magazine through these openings. 

Always keep the magazine loaded with six disc trays. 
When removing or inserting disc trays, hold the magazine leveled. 
Do not expose the magazine to high temperature or direct sunlight. 


OAR WON 


How to use labels 


Be sure to put the provided labels in the designated places. 
Placement of the labels or tape in the wrong place may cause a malfunction. 


Note: 
When labeling the magazine. never put labels on top of each other. 
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M@ How to use the magazine 


Loading the magazine 
1. Prass the POWER switch to turn on the 2. Insert a magazine containing discs. 3. Firmly press the magazine until a click 
player. can be heard. 


Magazine 
e@ Lighting of indicators 


Ejecting the magazine When the magazine js inserted: 
1, Press the EJECT key [@). 2. Remove the magazine towards you. 
ple of the disc indicators light up, 


u 


When a disc starts to ba played: 


[l Only the disc indicators of present discs light up. 
Notes: 


1. When the power is switched on, if a magazine and discs are . When the unit is to be transported, be sure to remove the 
already inserted, this unit will automatically start to play. magazine pack from the main body. 

2. Hold the magazine by the central section when inserting or . It will not operate if the key of a non-illuminated DISC NO, is 
removing it. pressed. 


Mi How to load a compact disc (for PLUS ONE tray) 


Press the OPEN/CLOSE key to open the tray. 


Load the disc with the labeled side up. Labeled side 


Groove for CD singles 


Notes: 
1. Make sure to load the disc with the labeled side up. The disc 
cannot be played if it is placed upside down. 
. Do not place objects other than discs on the disc tray. 
. As this unit employs auto-close function, be sure to place a disc 
correctly. 
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System connections 


Make connection as shown below. When connecting the related system components, refer also to the instruction 


manuals of the related components. 
Do not plug in the power lead until all connections are completed. 


AC voltage selector switch 
(Except for some areas) 


Co 
rk) AC110-120V—4 > ACQ20-Baoy~ 


To AC outlet 


Audio cords 


Amplifier or receiver 


Notes: 

1. Connect all cords firmly. lf connections are loose there could be joss of sound or noise produced. 

2. Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 

3. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging/unplugging 
connection cords without removal of the power cord can cause malfunctions or damage to the unit. 
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System control connections 


CONTROL 
XS) wa 
Amplifier 


(receiver) 


BYSTEM 
E TROL 


Cassette 
deck 


Note: 
When using the system contro! function, be sure to connect the 


LINE OUTPUT jacks of this unit to the input jacks of the amplifier 
using audio cords. 


System control connection (Except for some 
areas) 

When connected to an amplifier or receiver having KENWOOD 
SYSTEM CONTROL terminals, system operation such as remote 
control is made possible. For details, refer to the instruction manual 
of the amplifier or receiver. 

Mp ATs amplifier or receiver is not equipped with the SYSTEM 
CONTROL terminals, do not connect anything to any SYSTEM 
CONTROL terminal. 

Do not connect the unit in any system configuration other than 
specified. 


Be sure to insert the system control cord plugs fully into the 
SYSTEM CONTROL terminals. 
If the system control cord and audio cords are not connected 


properly, the automatic system governing remote control and 
system functions will not operate. 


MCCRS 


By connecting the SYSTEM CONTROL jack of this unit with the 
y "SYSTEM CONTROL jack of a KENWOOD casseite deck, 
CCRS recording can be carried out. 

The CCRS function is used when recording from a compact disc 
to a tape in a cassette deck. and operates to adjust the cassette 
deck’s recor G level to the optimum setting according to the 
playing level of the compact disc. For details on the CCRS function, 
refer to the instruction manual provided with your cassette deck. 


MiCCRS recording 


1. Select the CD input with the input selector switch of the 
amplifier or receiver. 

Load a CD into the CD player. 

Insert the tape to be used for recording into the cassette deck. 
Select the desired DISC No. to record on the cassette deck by 
the Disc selector keys on this unit. 

Press the CCRS key on the cassette deck. 


oI. ae 


Note: 

1. InPGM pean mode. CCRS recording cannot de performed. 

2. CCRS recording cannot be performed for multiple play of many 
discs. For each disc, perform the operations given in 
procedures 4 and 5. 


DP-M6640 (n 11 


Controls and indicators 


DISC No. indicator PROGRAM CHECK indicator PROGRAM indicator 


TRACK NO. 
indicator 


Time counter, program No. 
SINGLE TIME 
TOTAL TIME 


Disc indicators 


SG <> TRACK Cc. SINGLE 

5 <> NO. TIME TIME MEMORY 

Ac ro nas — = — mans — BANDOM RANDOM indicator 
Se. es Pi ££! _ kA Lt- Lt LI 6 (ONE <» ALL) 
2 <> | a Ei Lic tv Li = & EDIT indicator 
a MW 1 2® 38 424 5 8 7 8 8 10 EDIT- 

Po 


REPEAT indicator 


Display window 


Play indicator Pause indicator Music calendar (1 ~ 20) 


Search keys 
Press to fast-forward or fast- 
reverse the play position. 


PGM MEMORY key 


TIME DISPLAY key 
Switches the time display. 


POWER switch REMOTE SENSOR 


Skip keys 
The next track or previous 
track can be listened to. 


Magazine insertion slot 


KENWOOD MmuLTIPLE Compact 


OSS PLAYER OP-MBEG40 


eo DN Gc BTANG BY 
PHONES 
LEVEL 


PLAY/PAUSE 


PS See ae ee ee oe ee 


oe) 


a 


t BIT 
QUAL OVA CONVERTER 


Plus one (P1) disc tray 


PHONES jack 
EJECT key Disc selector keys PLAY/PAUSE key 


Magazine slides out. 


OPEN/CLOSE key 
PHONES LEVEL Opens/closes the disc tray. Numeric keys 


control Used when setting track or time. 


REPEAT key STOP key 
Repeats play. 


P-MODE key (play mode} CHECK key CLEAR key 
(TRACK mode ~ PROGRAM mode) Checks the program contents. Clears the program. 


P-MODE |GHECK CLEAR 


EDIT 1 EDIT 2 RANDOM 


EDIT keys (EDIT1/EDIT2) RANDOM Piay key 


Edits tracks to accommodate 
7 RANDOM ONE ————> RANDOM ALL a 
RANDOM OFF 


them in the specified period 
of time. 
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Remote control operation 


Mi Loading batteries 


Transmitter 1 Remove the cover. 


OPEN/CLOSE key 
Disc selector 


keys 

Numeric keys 

TO ~ @). 410) 
REPEAT key 

P-MODE key 
TIME DISPLAY key CLEAR key 
Play/Pause key CHECK key 

EDIT-1 key 
Skip keys 

’ EDIT-2 key Insert two AA-size (RG) batteries as | 

Stop key _ KENWOOD indicated by the polarity marking. 


RG-P6Eso 


Search keys 


Model name: RC-P6630 
Transmission system: 
Infrared pulse system 


@ Operation procedure 


The operation range of the remote control unit varies according 
to conditions such as temperature, humidity, and use location, 
but is roughly as shown itn the illustration below. 


Remote control sensor 
uN on the CD player 


Approx. 6 m 


Wait at least one second after pressing an operation key on 
the remote control unit before pressing another key. 
Components connected via the system control cords, such as 
the turntable. can also be remote-controlled. In this case. 
please read the instruction manual supplied with your 
turntable. 


Operating range 


Notes: 

1. The supplied batteries are intended for use in operation checks, Therefore, their lives may be shorter than ordinary batteries. 

2. When the remote-controllable distance gets shorter than before, replace both batteries with new ones. 

3. Malfunction may occur if direct sunlight or the light of a high-frequency lighting fluorescent lamp enters the remote control light sensor. 
In such a case, change the system installation position to prevent the malfunction. 
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Normal playback 


Mi To play ali the CDs 


1 Load a disc. 


The discs are played in the order P> 1 > 2-3-4 -> 


5+ 6 


After all discs have been played, the unit enters stop mode. | 
if a Disc selector key is pressed during playback, the | 
currently playing tune stops and playback starts at the | 


beginning of the selected disc. 


lf a tray does not contain a CD, the CD in the next tray is | 


played. 


: Insert the headphone plug into the head- 
phones jack. 


PHONES 
@ Sound from aii speakers is turned off. 


2 Adjust the volume. 


PHONES 
LEVEL 


@ Be sure to minimize the volume before unplugging the 
headphone plug. 
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Poo wm 
Disc selector keys — : 


Ot Selector 
t = 3 


| S 6 
ee OS | 


rm ao0 
5aee. 
oder) 
all 


T =t+-E— 
KENWOOD 


AEMOTE CONTAC. UNIT 
AcC-Paeaso 


Numeric keys 


Play/Pause key 


Stop key 


2 Play the disc. 


PLAY/PAUSE 


@ When playback is finished, the unit enters stop mode. 


To pause playback 


PLAY/PAUSE 


@ Press again to resume playback. 


Mi To stop playback 


Magazine insertion slot 


Disc selector keys 


Skip keys 


ae ted ee 


Plus one (P1} dise tray 


Mi To start playback from a desired 
CD 


1 Load a disc {into P1 or the magazine). 


2? Select the disc. 


Powe? Posce [ once [oso] once] once] 


Playback starts from the beginning of the selected disc. | 
pea the disc finishes playing. playback of the next CD 
egins. | 
@ If you use the Disc selector keys to select a disc while 
another disc is playing. the current disc stops and the 
selected disc starts playing. 


Mi Fast-forward/fast-reverse 
operation 


To fast-forward or fast-reverse the disc 


@ Play continues from where you release the key. 


(Cressi ss 


Numeric keys 


mm mm 
Search keys 


PLAY/PAUSE key 


STOP key 


M@ To play a desired tune 


For remote control unit, 
to [9] and keys 


to i Li a “ 
a et 
WW 2 ig ig 1B 


Select the desired tune with the numeric keys. If the tune 
number is 21 or greater, press [+ 1Q] first | 
Example: To select tune number 25: Press[ + 10] twice and | 


then LD}. : 
The tune number is indicated on the display and playback | 
starts. : 
If the entered tune number is larger than the number of the | 
last tune on the disc, the last tune ts played. | 


Auto SPACE function 


When in the program mode, intervals with no sound of about 
4 saconds are created between the programmed tracks. 
This function is for making use of the DPSS system on the 
cassette deck. 

if “all disc program” has been selected for a particular program 
number, 4 second intervals are not inserted during play of 
tracks of that disc. 


To skip tunes 


e li is pressed once during playback, the player returns 
to the beginning of the current tune and plays the tune | 
again. 
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Program playback 


You can program tunes for playback in any desired 
order. Up to 20 tunes can be selected from discs P1 
to 6 using tune numbers 1 to 99. 


Numeric keys 


fise ioe Seles fii : 
coc 
1 2 


Disc selector key 


Play/Pause key 


@ Programming procedure 


: Set the player to Program mode. 


oac TRACK 
ND. 


P-MODE 


(Cc) 


[P.C.] tights 


Each press of the key displays the next tune number and ] 
disc number. 
When the CHECK key operation is finished. the display } 
returns to the previous display after about 4 seconds. 


2? Select a disc. 


@ To change the program contents 
Tr [osot fl oace J sco | cece | cece fl cece] 


1 Display the tune number you want to change. 
CHECK 


(CJ 


3 Select a tune number. e@ Press until the tune number to be changed is displayed. 
@ The P.C. indicator lights. 


mote contro! 
bE -3 


to [9] and 


2 Select the disc containing the desired tune. 
keys 


Pe dlcee 1 fosce | cscs | ceo 9 once fl nace] 


4 Repeat steps 2 and 3. 


e lf step 3 is omitted, the entire disc selected in step 2 is 
programmed (the “ALL” indicator lights). 

® iy ae than 20 tunes are entered, the display becomes as 
ollows. 


e Select while the P.C. indicator js lit. 


3 Select the tune number. 


+10 1 = a a 


For remote control 
W 1Z 1a 14 16 unit to la and 
keys 


@ The programmed tune is changed to the selected tune | 
approximately 4 seconds after the tune number is entered. 
e@ A program cannot be changed during playback. 
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P-MODE key 
CHECK key 
CLEAR key 


Disc selector key 


KENWOOD sta PLE COME.OT OS PLATEA CA eao 


Cesta 


PLAY/PAUSE key 
STOP key 


POWER key EJECT key Numeric keys 


M@To play a program M@ To add a tune to a program 


‘| Select a disc. 
fr yLoses lf osce |[ ose s ff oo 4 


e ee the last tune finishes playing, the unit enters stop 
mode. 


To stop playback 
2 Select a tune number. 


1 Fd a A ij 
at om ees For ramote contro! 
14 lf la 1a lf 


Sas unit, [1] to [Q] and 
keys 


Mi To change the last tune number 
in a program 


M@ To erase a program 
1 Erase the last tune number. 


CLEAR 


(om) 


You can erase a program using any of the 
following operations. 


(CJ) 
@ Each press erases one tune from the end of the program. (Fr 


2 Select a disc. 


e@ When pressed a number of times equal to the number of 
programmed tunes, the entire program is erased. 


r—— 
OPEN/CLOSE 


e 


3 Select a tune number. 


si9 —— For ramote control 
So 
4 1 1s 14 18 unit to and 
(a irae ere | k 


eys 


@ The CLEAR key cannot be used to erase programmed tunes 


during playback. [PGM] goes out. 
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Repeat playback 


—iTo repeatedly play selected 
tunes 


: Repeating an entire disc 


1 Set the player to TRACK made. 


Repeating selected tunes 


1 Set the player to PGM mode. 
PoE [PEM] lights. 


(CJ) 


| 2 Select tunes to be repeated. 


SS. Far amie contro 
a1 1a 1” 14 ha -1 = i [ol 


to and 


| keys 


PLAY/PAUSE 


3 Start playback. 


@ All selected tunes are played repeatedly. ; 
@ When just one tune is selected. only that tune is played | 
rapeatedly. 


3 Set the player to REPEAT mode. 


Mi To repeatedly play a disc 


REPEAT [REPEAT] lights. or several discs 
rae | 


1 Set the player to Program mode. 


P-MODE 


(=m) 


4 Start playback. PLAY/PAUSE 
| em / 1 | 


2 Select a disc. 


To cancel repeat playback 


Press the REPEAT key again. 
REPEAT [REPEAT] goes out. 


@ To repeatedly play more than one disc. press the keys for | 
all the discs you want to include. 


| 3 Press the REPEAT key. 


REPEAT 
@ The player returns to the previous playback mode. 


PLAY/PAUSE 


| 4 Start playback. 
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Random playback 


Tunes are automatically selected and played at 
random using one or all of the discs in P1 and the 
magazine (1 — 6). (Random playback is not possible 
in program made.) 


P-MODE key 


Disc selector 


POWER key REPEAT key Numeric keys 


Mi Single-disc random playback 
1 Select a disc. 


[osc s [ osce [oes [once ff osce | 


2 Start random playback. 


RANDOM 


CJ 


@ Random playback begins. 


T-NaGsA ano 


[RANDOM] lights. 


RANDOM key 


Disc selector 
key 


PLAY/PAUSE key 


STOP key 


umeric keys 


P-MODE key 


ce 


Time OSPF REPEAT CHECK 
= REPEAT key 
Play/Pause key 


Stop key 


KENWOCD 


REMOTE CONTROL ynrr 
Ac-FBeego 


@ All-disc random playback 


CJ 


Press twice. 


The selected track No. will tight. 


Mi To cancel random playback 


onc TRACK 


ND. 


7 my Pe og fT 
| a ee Pf by 

1 2 @ 4686 & 7 8 @ to 

1) 12 2 sow 16 7 oso AO 


BANGOM 


= 3 
= 
4 
3 
2B 
1 
P 


[RANDOM] goes out. 


Note: 
Although the same tune from the same CD will not be played twice 
consecutively, it might be played again later. 
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Editing 


When recording tunes from one or more CDs onto a tape, this function edits the tunes to ensure that the tunes 
fit within the specified tape length and that the last tune on either side does not get cut off in the middle. Two 
edit keys, EDIT 1 and EDIT 2, allow you to edit two different discs separately. This is convenient for times when 
you want to record two tapes in succession. Set the player to TRACK mode before performing the edit operation. 


Mi To edit a disc 


‘| Press the EDIT 1 key. 


EDIT-1 


ae | 


@ You cannot use the EDIT 2 key until the first disc has been. 


edited using the EDIT 1 key. 


2 Select the disc you want to edit. 


Pe Joss tf osce | coce | occ« | once ff aoe] 


Select one disc. 


@ Editing using two or more discs at one time is not possible. 


3 Enter the tape length. 


to and 
keys 


11 128 LE 14 = 


+t 1 t 4 | 
eS esas For remote control 
unit [9] 


Examples: 
For a C-60 tape: Press [£ 10] six times, then press [6] 


For a C-46 tape: Press [+10] four times. then press [6]. 
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Disc selector keys | EDIT-1 key 


EDIT-2 key 


Numeric keys 


Editing is carried out as follows. 


(1) The specified tape length is divided in half, then as many tunes : 
as will fit in the A file (side A of the tape) are selected starting | 


with the small track numbers. 


(2) After a few seconds the ene gi ak 4 ue A rh 
ile (side B of the tape) is 


appears on the display, then the B 
edited in the same manner. 


e lf you press the stop key or OPEN/CLOSE key while editing | 


is being carried out, editing is interrupted and stops. 


Editing compieted 


To edit a second disc 


Press the EDIT 2 key in step 1, then perform steps 2 and 3 in 
the same manner as for the first disc. 


EDIT-2 


= — 


DISG SELECTOR 
m ets OPEN! 
T r= r=] 


moot 
oocilc 


Disc selector keys 


KENWOOD 


Mi To play an edited program Mi To record an edited program 


The best method is to record using the CCRS function of a 
KENWOOD tape deck. If this player is connected to a cassette 
deck which can carry out relay recording. you can record the | 
EDIT 1 and EDIT 2 programs in succession. For details, read | 
the “Recording from CD’ section of your cassette deck’s 
instruction manual. 


PLAY/PAUSE 


e@ The edited tunes are played in sequence starting with the | 
A file. If two discs have been edited. playback continues 
until all the tunes in the B file of EDIT 2 are played. 


MTo check the edited program Mi To erase the edited contents 
contents 


Press the CHECK key. Press either of these keys. 


CLEAR P-MODE 


cj . oa 
wee 


GHECK 


[P.¢,] tights. 


Pressing either of these keys also erases the | 
program contents. 


@ Each press of the CHECK key displays the next tune number 
in the ecited program sequence. 


i, 
OPEN/CLOSE 


i 


Notes: . 

1. If you enter a tape length different from the tape used for recording, editing will be carried out but the recorded tape may contain long 
unrecorded blank sections or the last tune on side A and/or B may get cut off in the middle. 

2. The EDIT function can edit up to 20 tunes. 

3. si ciee) not be carried out properly with a disc which has only one track or a disc which contains a very long track (such as a classical 
music disc}. 
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Program file | 


You can program desired tracks from up to six discs in the magazine and stored in one or more program files (up 
to 20 tracks can be stored per file). 


PGM MEMORY key 


KENWOOD sua. Treva Ooee0cT O18 #14 FER eS 


THE CSP. REPEAT CHECK LEAR 


C4 CO CS Go | CLEAR key 


KENWOOD 


Mi To create a program file 


1 Program desired tracks. e Refer to "Programming procedure” on page 16. 


2 Store the program in a program file. @ Up to 8 program files can be stored. 
@ When a program has been stored, the number of program files 


Stop mode stored are displayed as shown below. 


When there are two program files 


PGM 


MEMORY 
MEMORY 


Blinks. 


e "FULL" is displayed when the storage capacity is exceeded. 
Main unit Lights up. 
Pada 
fF a a lan Gee 
Notes: 


1. Storage of pragram file is not possible if a disc is not present in DISC 1. To make another program file, change the disc in DISC 1 before 
programming and storage. It Is not possible to make more then one program file while the same disc is present in DISC 1. 
2. A program file cannot be stored after editing. 


@ Playing a program file Mi To erase program files 


1 Set the player to Erasing one specific program file: 


Track mode. 


PORS y 


"While the MEM. | 
: ORY indicator is 
: lighted 1 


bens e eee ee ee oe 


In stop mode, 


2 Recall the program file. 


PGM 
MEMORY 


Blinks. Lights up. 


Erasing all program files: | 
Turn the power ON while holding the CLEAR key depressed. | 


f @ The program mode is set if a program file has been stored for | 
the disc in DISC 1. 


PLAY/PAUSE 


3 Start playback. 
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THE OSPF. AEPREAY CHEEK GLEAA 


oJ CI C4 Co 
oo oo 


KENWOOD 
REMO ee onae: UNIT 


M@ To change time display 


TIME DISPLAY key 


Each time you press the TIME DISPLAY key during any play mode, the time display changes in the order as below. 


@ The elapsed time for the track 


SINGLE 
TIME 


_ 
| . 
@ The remaining time for the track 


SINGLE 
TIME 


@ The elapsed time for the whole disc 
TOTAL 


TIME 
sabato 
‘| 


i 


sf aaa 
E. 3 
@ The remaining time for the whole disc 


TOTAL — 
TIME 


Po 
ae, 


Note: 


@ The elapsed time for the track 


SINGLE 
TIME 


Parte 


@ The remaining time for the track 


AINGLE 
TIME 


This player stores time information for up to 20 tracks on a disc. When discs having 21 or more tracks recorded on them are played the 


time may not be displayed. In such a case the display may show -—- -. 


Audio timer 
To wall AC outlet 


M@ Timer playing 


Plug the CD player’s AC power plug into the audio 
timer. Load a disc. Leave the CD player’s power switch 
turned on and set the audio timer to the desired time. 


@ Piay will begin from the first track on the disc. (The track 
mode is selected automatically when the power turns on.) 


Notes: 

1. Refer to the instruction manual for the timer. 

2. Be careful of your amplifier volume setting when using an audio 
timer, 

3. When operating a unit other than the CD player using an audio 
timer be sure to remove the disc from the CD player. 
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In case of difficulty 


What appears to be a malfunction may not always be serious. [f your unit should not perform as expected, consult 
the table below to see if the problem can be corrected before seeking help from your dealer or service representative. 


Symptom 


No power is supplied to the player| ® The power cord plug is not plugged in| @ Insert the power cord plug firmly into the 


. ’ completely. outlet. 
when the POWER switch is ON. e@ The power cord plug is connected to a] @ Turn on the power to the amplifier. 


switched outlet on the amplifier and the 
power to the amplifier is not turned on. 


A disc is loaded but cannot be|® The disc is loaded upside down. e ey ine disc again, making sure that the 
abel side is up. 
The disc is very dirty. e@ Clean the disc according to the instructions 
in the "Disc handling precautions” section. 
The disc is scratched or damaged. e@ Replace the disc with a new one. 
The optical lens is fogged with|@ Leave the unit for about several hours with 
condensation. the power ON so that the condensation 


evaporates. 
No disc is loaded. Load a disc and press the PLAY/PAUSE key 


aa 

The unit is not in play mode. (The play Press the PLAY/PAUSE key 71. 

indicator (m) is not lit.) 

The disc is very dirty. Clean the disc according to the instructions 
in the “Disc handling precautions" section. 

The dise is scratched or damaged. Replace the disc with a new one. 

The eonrection cords are not securaly Securely connect the connection cords. 

connected. 


The disc is very dirty. 


No sound is produced. 


Clean the disc according to the instructions 
in the “Disc handling precautions” section. 
Replace the disc with a new one. 

Reinstall the unit so that it is not subjected 
to vibrations by moving the player to a 


The sound skips or is interrupted. 


e@ The disc is scratched or damaged. 
@ The player is subjected to vibrations. 


different location, etc. 
: -.1@ This unit is designed so that play begins|e If automatic play is not required, remove the 
Play begins as soon as the power is automatically when the power is turned on disc from the player before turning the 
turned on. if a disc is already loaded. power OFF. 
Notes: 


1. Since this unit incorporates a pelo piace external noise or interference may cause the unit to operate abnormally. If this should ever 
occur, press the POWER switch OFF and then press it ON again after a period of several seconds. 

2. Do not use contact cleaner because it could cause a malfunction. Be specially careful against contact cleaners containing oil, for they 
may deform the plastic components. 


Specifications 


SB RD 


[Format] [General] 
SYStTOM oo .sccscseseees Compact disc digital audio system POW6L CONSUMPTION 2.........:ccccccsseccssesnnevriversesonesarsnass 15 W 
LBOE siccensvirecsssenecnbeceectcsicnssoratecuseuuts Semiconductor taser DitMONSiONS  cecsssccccscnsecenssersnssssecencccusevenasessnseens W: 440 mm 
Number of Channels ........cccscssssssscrcenssensscvess 2 channels H: 128 mm 
Playing rotation ................. 200 rpm —- 500 rpm (CLV) D: 368 mm 
WV GIGIE (INGE) gesiisvessdecacccccessccsitcnicnasectcceistcadiasaenebies 5.4 kg 
[D/A Converters] 
D/A CONVGIBIONT . esssesicsbinicdtsnsdecvinoavinscencecstseccceestuisiueies 1 Bit 
COVERS TIDINGS «sss coeissctccivsiccstnosneecescessrtandcncccansescacsacsvinvscee 4 fs 
[Audio] 
Frequency reSPONSe ..... ce 4 Hz-20 kHz, + 1 dB 
Signal to NOISE rAtiO 2.1.2... More than 94 dB 
DYNAMIC FANGE  .ocsecceseccreesesseeneetnseeseces More than 92 dB 
Total harmonic distortion ........000 Less than 0.005% 
{at 1 kHz) 

Channel separation ...... More than 90 dB (at 1 kHz) 
Wow 8c flUTt er... .cccccnsscessenssnssssennes Unmeasurable Limit 
Output level/impedance 

PI soc cssiecatstsceds cticacvdewsvnteseeretticeanaes ns 1.2 V/3.3 ko 
Hoad phone Output ...ceisccssccsserscsscnsscnnsscees 20 mW (16 ©) 
Note: 


KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without notice. 
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